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transverse tie configuration shown. Precast Prestressed
Conc. Deck Bms. (337 depth) 5q. F1.| 1696
NOTES
Prestressing steel shall be uncoated high strength, low relaxation 7-wire sfrand, Grade 270.
The nominal diameter shall be 27/ and the nominal cross-sectional area shall be 0.153 sq. in.
The I’ ¢ rods in the transverse tie assembly shall be tightened to a snug fit and the threads SUPERSTRUCTURE
set. Pockets on exterior faces of bridge shall be filled with grout after fransverse tie assembly T.R. RTE. 81 OVE R STRE AM
is in place. 3 _ o _ AN -
Reinforcement bars shall conform fo ASTM A 706, Grade 60. (See Special Provisions). SECTION NO. 05-10012-00-BR
Two 8 fabric adjusting shims of the dimensions of the exterior bearing pad shall be provided for each JERSEY COUNTY
bearing pad location.
A minimum 2% ¢ lifting pin shall be used to engage the lifting loops during handling. T.R. SECTION COUNTY TOTAL | SHEET
. C;Z/;rc)c.zlggrel)f‘vm?g‘ror, r/;i;;rfggfgo‘i%(tj)i(s;(égr:nje égzbl'eoiv Sof the Standard Specifications, shall be used Allen Henderson & Assaciates, Inec. SHEET NO.3 | RTE. SHEETS| NO.
e ror p presire a ams. ) Civil and Structural Engineers Springfield, IL. 81 05-10012-00-BR JERSEY 19 7
Compressive strength of prestressed concrefe, f‘c, shall be 6000 psi. 62703 Phone: (217)544-8033 IL. Design Firm
PD-3336-0D 5-16-08 Compressive sirength of prestressed concrete at release, f'ci, shall be 5000 psl. "No. 184001907 8 SHEETS CONTRACT NO. 97408
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